























SPECIFICATIONS

<Ventilation Performance>

Air  |Voltage|Frequency Static Net air flow Coniivr;%rﬂon Net weight
Model No. | ;e ction (V) (Hz)  |PUct |pressure (CFM) (W) Ib.(ke)
Exhaust |Supply |  Product
Exhaust 96.8
FV-20VECT & 120 60 6" |0.4"WG| 200 200 129 y
Supply (44)
<Energy Performance>
Supply . Power
Model No.| Mode [temperature|Net air flow consumption Sensible recovery efficiency
°F [ °C [ Us [CFM (W)
32 0 32 | 67 22 83%
_ 32 0 59 | 124 46 77%
Heating| 32 | 0 | 80 [ 170 92 73%
FV-20VECT -13 ] -25 | 31 66 46 67%
-13 | -25 | 51 [ 107 104 61%
Total recovery efficiency
Cooling [ 95 | 35 [ 34 [ 71 25 70%
95 | 35 | 64 | 135 56 61%

The testing of the ventilation performance and the energy performance in accordance with
CSA-C439 standard.

PRODUCT SERVICE

Warning Concerning Removal of Covers.

The unit should be serviced by qualified technicians only.

Your product is designed and manufactured to ensure a minimum of maintenance.

Should your unit require service or parts, call Panasonic Call Center at 1-866-292-7299 (USA)
or 1-800-669-5165 (Canada).
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