


From weatherproofing, to withstanding the test 
of time, Partels EXOPERM™ MONO 250 SA is an 
innovative self-adhesive breathable membrane, 
based on proven Monolithic Technology - Mono 
Tech which is designed for external and internal 
applications, ensuring thermal stability and age 
resistance. 
 
Partels EXOPERM™ MONO 250 SA provides a 
completely weather-resistant barrier that enhances 
protection of exposed wall and roof structural 
components that are vulnerable to external 
elements such as moisture ingress, UV, wind, and 
temperature fluctuations during the construction 
process.  
 
Our commitment lies in providing a sustainable, 
long-lasting building envelope system that offers 
reliability and durability, making Partel the premier 
solution for various residential & commercial 
developments.

 
GUIDELINES FOR OPEN JOINT FACADE SYSTEMS 
WITH UV EXPOSURE: 
The open joint gap for a batten space of at least 1 
inch can be up to 3/8 of an inch. If the batten space 
is less than one inch, the maximum allowable open 
joint gap is 1/4 inch. If the open joint gap exceeds 1/4 
inch (up to 2 inches), switch to EXOPERM DURO 200.

EXOPERM MONO SA 250 is characterised 
by a specific composition with 6 
functional layers of protection to help 
avoid structural damage of the building: 

	M Integrates Self-adhesive and mono tech features

	M Perm rating of 13, resulting in optimum vapour permeability

	M High-performance seal tech acrylic based self-adhesive

	M Fewer installation steps - Quick & primerless application

	M Tough protection against driving rain, facilitating durable air 
and windtight connections under various climatic exposure

	M Tear-resistant and UV-stable for up to 4 months*

	M Tough resistance to corrosion and abrasion 

Self-adhesive 
Technology

The fully self-adhesive surface of 
the membrane with the highest 
quality acrylic adhesive already 
applied during the production 
process, solvent-free and low 
VOC, has a clear advantage when 
it comes to air quality and a more 
sustainable built environment.

The integrated adhesive retains  
breathability function, facilitating 
primerless, continuous air & 
windtight connections.

Monolithic 
Technology

The Monolithic TPE layer between two 
non-woven PP layers offers advance 
MTVR (moisture vapour transmission 
rate) through its innovative diffusion 
reaction. 

Providing a more superior micro-
perforation process, as opposed to 
the performance of microporous 
membranes, creating a completely 
windtight, waterproof membrane that 
actively expels any water/humidity, for 
guaranteed longevity of the structure.

KEY FEATURES

EXOPERM MONO SA 250 TECHNOLOGIES

COMPLETE WATER RESISTANCE, 
VAPOUR PERMEABLE EXTERNAL SYSTEM



trusted Weathertight protection for
modern methods OF CONSTRUCTION

Technical 
PROPERTIES

PROPERTY STANDARD PERFORMANCE

NOMINAL THICKNESS ASTM D1777 25.5MILLS

TENSILE STRENGTH EN 13859 270/210 N

TEAR RESISTANCE EN 13859 200/220 N

PERMS ASTM E96 13 PERMS

PEEL ADHESION ASTM D3330 >100OZ/IN (>12N/CM)

MINIMUM APPLICATION TEMPERATURE 15°F / -10°C

TEMPERATURE RESISTANCE 212°F / -100°C

SURFACE WEIGHT EN 1849-2 0.82 OZ/FT2   / 245 G/M2

UV RESISTANCE
ZONE 1-3
ZONE 4-8

WALL - 4 MONTHS/ROOF - 3 MONTHS
WALL - 6  MONTHS/ROOF - 4 MONTHS

AIRTIGHTNESS phA 0.01M3/(HM2)

RESISTANCE TO WATER PENETRATION EN 1928 W1

DIMENSIONS: 

4’ 9” X 98’ 5” = 468 SQF 

ROLLS PER PALLET: 

30 

WEIGHT PER ROLL: 

31LB

	M Suitable for residential and commercial buildings  

	M Designed for wall and roof applications (both exterior and interior) 

	M Self sealing feature prevents air gaps & moisture ingress around screws & staples, 
maintaining the building integrity and maximising energy efficiency

	M Can be used on timber structures, Cross Laminated Timber (CLT)  elements, OBS, steel, 
concrete and masonry-type substrates

EXOPERM MONO SA 250 
characteristics have been tested 
(requirements of EN 13859-1 / 2) and 
certified by Passive House Institute. 
The highest phA Class ensures the 
best energy efficiency standard for 
all new builds and retrofit projects.

Energy-efficient buildings require 
effective action covering the entire 
building life cycle.

Partel’s new Environmental 
Product Declaration (EPD) for 
EXOPERM MONO SA 250 allows 
for sustainable design choices with 
scientific evidence for architects, 
designers, builders and developers. 

APPLICATION process
On-site application Factory/Off-site Installation

*MD = longitudinal CD = transversal



COMPLEMENTARY BUILDING COMPONENTS
FOR INTERNAL & external USE

	M High-performance airtight tape with 
*Lifetime design

	M Excellent ageing resistance & strong acrylic 
adhesive

	M Easy to tear by hand, accelerates the 
application process

	M Withstands a damp climate

	M Internal & external use on windows, doors & 
corners

	M Environmentally friendly - free of solvents & 
emulsifiers, low VOC

	M Airtight connections to DIN 4108-11 includes 
joining of membranes, timber, metals

	M Adheres to timber, masonry, concrete, PVC, 
metal and Partel membranes

CONEXO MULTISEAL Features

60mm x 25m  
(2-3/8” x 82’)

CONEXO MULTISEAL

60mm x 25m  
(2-3/8” x 82’)

	M High-performance airtight adhesive tape

	M Internal & external use

	M Resistant to weather exposure & UV stability

	M Lifetime* design - excellent ageing resistance acrylic 
based adhesive

	M Withstands a damp climate

	M Environmentally friendly - free of solvents and 
emulsifiers, low VOC

	M Outdoor exposure up to 3 months

	M Easy to use – SL version has split release backing for quick 
installation

	M Airtight connections to DIN 4108-11 making it suitable for 
Membrane overlaps, windows, doors and corners

VARA Seal Features

VARA Seal
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AIR & WINDTIGHT sealing of windows, doors, & corners Internal & EXTERNAL use

produced by: 
 
PARTEL
CLAREGALWAY CORPORATE PARK,CLAREGALWAY, CO. GALWAY,IRELAND, H91 R85P

WWW.PARTEL.COM
SALES@PARTEL.COM
TEL: 888 487 1012

WWW.PARTEL.CO.UK
SALES@PARTEL.CO.UKTEL: 02037 401918

WWW.PARTEL.IE
SALES@PARTEL.IE
TEL:  +353 (0)91 428 714  

APPLICATIONS 
• Internal and external use for sealing of Partel membranes
• Adheres to all window and door frames, and corners• For airtight sealing according to Part L & DIN 4108-11• Outdoor exposure up to 3 months

MULTI-PURPOSE AIR & 
WINDTIGHT ADHESIVE TAPE

Air and windTight 
sealing tape

MULTISEAL

SEAL



WWW.PARTEL.COM
SALES@PARTEL.COM
TEL: 888 487 1012

NORTH AMERICAUK

WWW.PARTEL.CO.UK
SALES@PARTEL.CO.UK
TEL: 02037 401918

IRL & EU 

WWW.PARTEL.IE
SALES@PARTEL.IE
TEL: +353 (0)91 428 714

CONNECT WITH US

COMPLEMENTARY BUILDING COMPONENTS 
FOR INTERNAL & external USE

FLEXIBLE BUTYL TAPE 
WITH HIGH TACK CONLEX

BUTYL
CONLEX

BUTYL

Multi-purpose 
Adhesive for 
Construction

1.5m X 50m=75m2 
59-1/16” X 164’-1/2” = 807 SF 

	M Fire rated and suitable for high rise constructions as per current 
Building Regulations

	M Monolithic Technology

	M Highly vapour open with a Sd value of 0.12m

	M Class W1 resistance to water penetration

	M UV resistance over 10 years in open joint facades (up to 50mm)

	M Long term resistance to driving rain

	M The TPU functional layer is vapor open while creates a complete 
wind tight, waterproof membrane that actively expels out any water, 
providing long-lasting UV protection.

Mono Duro 200 Features
MONOLITHIC breathable membrane

	M Hybrid technology – adhesive 
based on hybrid polymers

	M Superior adhesion to various 
surfaces

	M Solvent-free, Low VOC sealant

	M Durable and flexible connections

	M Excellent ageing resistance

	M Good weather resistance

	M Low shrinkage

	M Not foaming

	M Short drying time – 12 minutes

	M Optimum UV stability

VERBOND Features

	M Extremely flexible butyl 
sealing tape with high tack

	M High-performance airtight 
tape

	M Unmatched elasticity even 
under extreme humidity 

CONLEX BUTYL Features

conditions and critical temperatures

	M Polymer-modified butyl with excellent 
ageing resistance

	M Solvent-free component, with very low 
emission

	M Strong adhesion and high shear strength

	M Excellent adhesion to low temperatures

	M Lifetime design – extremely durable

200mm x 20m
(7 7/8” X 65 6/8”)

150MM x 20M
(5 29/32” x 65 6/8”)

50MM X 10m
(2” x 32’ 9”)

300MM x 20M
(11 13/16” X 65 6/8”)Contents: 310ml 


